
MULTI-VIEW CAMERAMULTI-VIEW CAMERA

SERIES

Two to three effects in one
multi-view camera!

Complex space CCTV is simple

Surveillance in two or three directions with one camera!

Provides wide-angle and magnified images at the same time!

2 directions or 3 directions are recorded on 1CH of DVR!

Support various PIP and split mode MODE!
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SERIESMULTI-VIEW Professional Security Solutions

2CH PIP 2CH PIP(Elevator) 2CH Tele/Wide 3CH Tele/Wide

2CH Full ScreenPIP 2CH(H) 2CH(W) 3CH Full ScreenPIP 3CH(H) 3CH(W)3CH(H) 3CH(W)

WIDE TELE WIDE TELE

*HUB Multi-view camera installs two cameras on 1 LINE cable and uses only 1CH of recorder (DVR).

*Four cameras and one 4-channel DVR with a total of eight channels

1CH camera

4CH
1CH 2CH

3CH 4CH

It's not complicated, there are no blind spots!

TELE - WIDE at the same time!

Efficient use of recorder (DVR)

Improve convenience

2CH Multi-camera installation SPOT example

It is possible to monitor in two or three directions as if two or three cameras were installed with one camera and
it is possible to eliminate the blind spot without installing a plurality of cameras.

Apartment, Bank, Gas Station, School, Elevator etc installed

Provide simultaneously wide-angle image and enlarged image,
and utilize it for each purpose

One camera transfers two or three images to one screen,

one recorder (DVR) Enables efficient use of a recorder (DVR) using

only a channel

Supports various PIP and split screen modes to improve monitor convenience

2CH multi view
camera

2CH multi view
camera

3CH multi view
camera

2CH HUB Multi-view camera installation SPOT example

2CH multi-view screen mode

Example video in screen mode

3CH multi-view screen mode

Use regular camera recorder - 7 VIEW examples

3CH Multi-camera installation SPOT example

TELE and WIDE simultaneously

Bi-directional monitoring of corners Monitor inside and outside simultaneously

Three cameras

DVR 1대

Monitor the whole and part at the same time Bi-directional monitoring of entrances

Where two aisles meet Where three aisles meet
Corner of the outer wall of the building

that needs monitoring in three directions



⊙ 2M Starvis Sensor x 2ea
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ 3.6mm Fixed Lens x 2ea
   (Option 2.5/3.6/6/8mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

SVDMW-1122EX

⊙ 2M Starvis Sensor x 3ea
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ 3.6mm Fixed Lens x 3ea
   (Option 2.5/3.6/6.0/8.0mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

SVDMW-1123EX

⊙ 2M Starvis Sensor x 3ea
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ Main : 2.5mm, 16mm Fixed Lens
    Sub : 3.6mm Fixed Lens
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction
⊙ Main 95 IR LED / Sub 10 IR LED

SQCAM-IR99EX

⊙ 2M Starvis Sensor x 2ea
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ 3.6mm Fixed Lens x 2ea
   (Option 2.5/3.6/6.0/8.0mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

SVDMW-2122EX
⊙ 2M Starvis Sensor x 3ea 
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ 3.6mm Fixed Lens x 3ea
   (Option 2.5/3.6/6.0/8.0mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

SVDMW-2123EX

2M Star Light EX-SDIMULTI-VIEW

Outdoor

2Camera IP 66 3Camera IP 66

2Camera IP 66

3Camera IP 66

3Camera IP 66

*Bracket (Option) *Bracket (Option)

*Bracket (Option) *Bracket (Option)



⊙ 2M CMOS Sensor x 2ea
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ 3.6mm Fixed Lens x 2ea
   (Option 2.5/3.6/6/8mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

VDMW-1122EX

⊙ 2M CMOS Sensor x 3ea
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ 3.6mm Fixed Lens x 3ea
   (Option 2.5/3.6/6.0/8.0mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

VDMW-1123EX

⊙ 2M CMOS Sensor x 3ea
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ Main : 2.5mm, 16mm Fixed Lens
    Sub : 3.6mm Fixed Lens
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction
⊙ Main 95 IR LED / Sub 10 IR LED

QCAM-IR99EX

⊙ 2M CMOS Sensor x 2ea
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ 3.6mm Fixed Lens x 2ea
   (Option 2.5/3.6/6.0/8.0mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

VDMW-2122EX
⊙ 2M CMOS Sensor x 3ea 
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ 3.6mm Fixed Lens x 3ea
   (Option 2.5/3.6/6.0/8.0mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

VDMW-2123EX

2M EX-SDIMULTI-VIEW

Outdoor

3Camera IP 66

2Camera IP 66 3Camera IP 66

2Camera IP 66 3Camera IP 66

*Bracket (Option) *Bracket (Option)

*Bracket (Option) *Bracket (Option)



⊙ 2M Starvis Sensor x 2ea
⊙ 1080P@30fps
⊙ Analog HD
⊙ 3.6mm Fixed Lens x 2ea
   (Option 2.5/3.6/6/8mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

SVDMW-1122AHD

⊙ 2M Starvis Sensor x 3ea
⊙ 1080P@30fps
⊙ Analog HD
⊙ 3.6mm Fixed Lens x 3ea
   (Option 2.5/3.6/6.0/8.0mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

SVDMW-1123AHD

⊙ 2M Starvis Sensor x 3ea
⊙ 1080P@30fps
⊙ Analog HD
⊙ Main : 2.5mm, 16mm Fixed Lens
    Sub : 3.6mm Fixed Lens
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction
⊙ Main 95 IR LED / Sub 10 IR LED

SQCAM-IR99AHD

⊙ 2M Starvis Sensor x 2ea
⊙ 1080P@30fps
⊙ Analog HD
⊙ 3.6mm Fixed Lens x 2ea
   (Option 2.5/3.6/6.0/8.0mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

SVDMW-2122AHD
⊙ 2M Starvis Sensor x 3ea 
⊙ 1080P@30fps
⊙ Analog HD
⊙ 3.6mm Fixed Lens x 3ea
   (Option 2.5/3.6/6.0/8.0mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

SVDMW-2123AHD

2M Star Light Analog HDMULTI-VIEW

Outdoor

2Camera IP 66 3Camera IP 66

2Camera IP 66

3Camera IP 66

3Camera IP 66

*Bracket (Option) *Bracket (Option)

*Bracket (Option) *Bracket (Option)



⊙ 2M CMOS Sensor x 2ea
⊙ 1080P@30fps
⊙ Analog HD
⊙ 3.6mm Fixed Lens x 2ea
   (Option 2.5/3.6/6/8mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

VDMW-1122AHD

⊙ 2M CMOS Sensor x 3ea
⊙ 1080P@30fps
⊙ Analog HD
⊙ 3.6mm Fixed Lens x 3ea
   (Option 2.5/3.6/6.0/8.0mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

VDMW-1123AHD

⊙ 2M CMOS Sensor x 3ea
⊙ 1080P@30fps
⊙ Analog HD
⊙ Main : 2.5mm, 16mm Fixed Lens
    Sub : 3.6mm Fixed Lens
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction
⊙ Main 95 IR LED / Sub 10 IR LED

QCAM-IR99AHD

⊙ 2M CMOS Sensor x 2ea
⊙ 1080P@30fps
⊙ Analog HD
⊙ 3.6mm Fixed Lens x 2ea
   (Option 2.5/3.6/6.0/8.0mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

VDMW-2122AHD
⊙ 2M CMOS Sensor x 3ea 
⊙ 1080P@30fps
⊙ Analog HD
⊙ 3.6mm Fixed Lens x 3ea
   (Option 2.5/3.6/6.0/8.0mm)
⊙ Weatherproof IP66
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

VDMW-2123AHD

2M Analog HDMULTI-VIEW

Outdoor

3Camera IP 66

2Camera IP 66 3Camera IP 66

2Camera IP 66 3Camera IP 66

*Bracket (Option) *Bracket (Option)

*Bracket (Option) *Bracket (Option)



⊙ 2M Starvis Sensor x 3ea
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ 20 IR LED x 3
⊙ 3.6mm Fixed Lens x 3ea
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

SDMWI-1123EX

⊙ 2M Starvis Sensor x 2ea
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ 3.6mm Fixed Lens x 2ea
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

SDMW-1122EX

⊙ 2M Starvis Sensor x 3ea
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ 3.6mm Fixed Lens x 3ea
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

SDMW-1123EX

2M Star Light EX-SDIMULTI-VIEW

Indoor

3Camera

2Camera

3Camera



⊙ 2M CMOS Sensor x 3ea
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ 20 IR LED x 3
⊙ 3.6mm Fixed Lens x 3ea
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

DMWI-1123EX

⊙ 2M CMOS Sensor x 2ea
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ 3.6mm Fixed Lens x 2ea
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

DMW-1122EX

⊙ 2M CMOS Sensor x 3ea
⊙ 1080P@30fps
⊙ HD-SDI / EX-SDI
⊙ 3.6mm Fixed Lens x 3ea
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

DMW-1123EX

2M EX-SDIMULTI-VIEW

Indoor

3Camera

3Camera

2Camera



⊙ 2M Starvis Sensor x 3ea
⊙ 1080P@30fps
⊙ Analog HD
⊙ 20 IR LED x 3
⊙ 3.6mm Fixed Lens x 3ea
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

SDMWI-1123AHD

⊙ 2M Starvis Sensor x 2ea
⊙ 1080P@30fps
⊙ Analog HD
⊙ 3.6mm Fixed Lens x 2ea
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

SDMW-1122AHD

⊙ 2M Starvis Sensor x 3ea
⊙ 1080P@30fps
⊙ Analog HD
⊙ 3.6mm Fixed Lens x 3ea
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

SDMW-1123AHD

2M Star Light Analog HDMULTI-VIEW

Indoor

3Camera

2Camera

3Camera



⊙ 2M CMOS Sensor x 3ea
⊙ 1080P@30fps
⊙ Analog HD
⊙ 20 IR LED x 3
⊙ 3.6mm Fixed Lens x 3ea
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

DMWI-1123AHD

⊙ 2M CMOS Sensor x 2ea
⊙ 1080P@30fps
⊙ Analog HD
⊙ 3.6mm Fixed Lens x 2ea
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

DMW-1122AHD

⊙ 2M CMOS Sensor x 3ea
⊙ 1080P@30fps
⊙ Analog HD
⊙ 3.6mm Fixed Lens x 3ea
⊙ Defog Function (Visibility Enhancement)
⊙ 3D Digital Noise Reduction

DMW-1123AHD

2M Analog HDMULTI-VIEW

Indoor

3Camera

3Camera

2Camera


