








2MEGA ANALOG HD

SNAH-B6621F
⊙ 24Hours Color Video Surveillance
⊙ 2M CMOS Sensor (Starvis)
⊙ 1080P@30fps
⊙ ANALOG HD
⊙ 4.0mm Ultra Bright Lens
    (Option: 6.0mm Ultra Bright Lens)
⊙ Defog Function (Visibility Enhancement) 
⊙ 3D Digital Noise Reduction
⊙ Smart Auto Tracking(SAT)
⊙ Image Security Masking
⊙ 48V PoC(Option)
⊙ 1point joint : 3axis adjustment

SNAH-B6625A
⊙ 24Hours Color Video Surveillance
⊙ 2M CMOS Sensor (Starvis)
⊙ 1080P@30fps
⊙ Analog HD
⊙ 2.8-12mm Motorized (Auto Focus) F1.4 Lens
⊙ 2.7-10mm Motorized (Auto Focus) F1.2 Lens (Option)
⊙ Defog Function (Visibility Enhancement) 
⊙ 3D Digital Noise Reduction
⊙ Smart Auto Tracking(SAT)
⊙ Image Security Masking
⊙ 1point joint : 3axis adjustment

SNAH-V1021VIR
⊙ 2M CMOS Sensor (Starvis)
⊙ 1080P@30fps
⊙ Analog HD
⊙ 2.8-12mm DC-IRIS Varifocal F1.4 Lens 
⊙ Defog Function (Visibility Enhancement) 
⊙ 3D Digital Noise Reduction
⊙ Smart Auto Tracking(SAT)
⊙ Image Security Masking
⊙ 31 IR LEDs
⊙ Camera Operating Indicate LED 
    (Normal: Green, Low Power: Red, Power Down:Off)

SNAH - V1022AIR
⊙ 2M CMOS Sensor (Starvis)
⊙ 1080P@30fps
⊙ Analog HD
⊙ 2.8-12mm Motorized (Auto Focus) F1.4 Lens
⊙ 2.7-10mm Motorized (Auto Focus) F1.2 Lens (Option)
⊙ Defog Function (Visibility Enhancement) 
⊙ 3D Digital Noise Reduction
⊙ Smart Auto Tracking(SAT)
⊙ Image Security Masking
⊙ 31 IR LEDs
⊙ Camera Operating Indicate LED 
    (Normal: Green, Low Power: Red, Power Down:Off)

2M ANALOG HD SAT CAMERAs (Auto Focus Lens)

2M ANALOG HD SAT CAMERA (Varifocal Lens)

2M ANALOG HD SAT CAMERA (Fixed Lens)

*Bracket (Option)

*Bracket (Option)

IP 66WDR

IP 66WDR

Auto FocusWDR IP 66

Auto FocusWDR IP 66


